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Important Notice 
 
This notice is an integral component of the Solar Lithium Project Technical Report (“Technical Report” or 
“Report”) and should be read in its entirety and must accompany every copy made of the Technical 
Report. The Technical Report has been prepared in accordance with the requirements of National 
Instrument 43-101 Standards of Disclosure for Mineral Projects. 
 
The Technical Report has been prepared for Cruz Battery Metals Corporation (Corp.) by Stantec Consulting 
Services Inc. (Stantec). The Technical Report is based on information and data supplied to Stantec by Cruz 
Battery Metals Corp. The quality of information, conclusions, and estimates contained herein are 
consistent with the level of effort involved in the services of Stantec, based on i) information available at 
the time of preparation of the Report, and ii) the assumptions, conditions, and qualifications set forth in 
this Report.  
 
Each portion of the Technical Report is intended for use by Cruz Battery Metals Corp. subject to the terms 
and conditions of its contract (January 6, 2026) with Stantec. Except for the purposes legislated under 
Canadian provincial and territorial securities law, any other uses of the Technical Report, by any third 
party, is at that party’s sole risk.  
 
The Qualified Person has used their experience and industry expertise to produce this Technical Report. 
Readers are cautioned that the results of the Technical Report include forward-looking information. The 
factors and assumptions used to develop the forward-looking information, and the risks that could cause 
the actual results to differ materially, are presented in the body of this Report. 
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1 SUMMARY 

Introduction 
This Technical Report (TR) was prepared by Stantec Consulting Services Inc. (Stantec) 
for Cruz Battery Metals Corp. (Cruz) in accordance with the requirements of National 
Instrument 43-101 Standards of Disclosure for Mineral Projects (NI 43-101). This TR is a 
Maiden Resource Technical Report on the Cruz Solar Lithium Project (the Project).  

Property Description and Location 
The Solar Lithium Project is located approximately 13 miles (21 kilometers (km)) north-
northwest of the town of Tonopah, east of the Big Smoky Valley and west of the San 
Antonio Mountain range, Nye County, Nevada. The geographic coordinates of the 
Property’s approximate center are N-38°13’33” and W-117°17’16” (20950932 N, 1462028 
E; NAD 83 State Plane Nevada Central Feet).  

Property Concessions 
The Property consists of 239 unpatented lode mining claims that cover approximately 
4,863 acres (1,968 hectares). The Property is registered with the Department of the 
Interior Bureau of Land Management (BLM) and Nye County under the following claimant 
names: Cruz Capital (US) Corp. and Las Vegas Lithium Locators Corp (LV LLC). LV LLC 
is a wholly owned subsidiary of Cruz Capital (US) Corp.  All claimants are 100% owned 
subsidiaries of Cruz Battery Metals Corp.  

Geological Setting and Mineralization 
Surficial geology within the Project is mapped as a Quaternary-aged, slightly west-dipping 
to flat alluvial outwash plane. The outwash plane is interspersed with shallow washes 
draining towards the west. The shallow washes partially expose underlying fines to 
dominant sediments and lithic tuffs of the Tertiary Miocene-age Siebert Formation. A large 
outcrop of  Siebert Formation is west-central in the Project as the butte or topographic 
high and has been faulted and folded. Exploration drilling shows the outwash plane 
surface alluvium to have an average thickness of 99 feet (ft) (30 meters (m)). Exposed on 
higher ground bordering the Project are volcanic andesite and basaltic flow outcrops.   

Below the alluvial cap the dominant lithologies observed from drillhole records are finely 
laminated claystone beds with lenses of sandstone, conglomerate and occasional layers 
of volcanic ash and tuff. Collectively, this mixed unit of lacustrine sedimentary beds and 
minor volcanics is referred to as the Siebert claystone or “Ts”. Underlying the Siebert 
claystone is a tuffaceous sandstone and conglomerate referred to as the Basal tuff or TF.     

Geological modeling of the deposit separated the Solar Lithium Project into three (3) 
structural blocks. Only one block (B1) has been explored and includes the mineral 
resource estimate. The overall footprint of mineralized clays, with lithium concentrations 
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greater than 500 parts per million (ppm), is 714 acres (289 hectares) for an approximate 
150 ft (46 m) zone above the Siebert base Ts/TF contact.  

Historical Estimates 
No historical mineral resource estimates at the Project are known.  

Past Mining Studies 
No mining studies have been conducted at the Project.  

Exploration Sampling and Drilling 
In 2021, Cruz completed Project confirmation surface sampling at 49 clay sample 
locations. The surface sampling results guided the next drilling phase. Exploration drilling 
began in the Fall of 2021 and continued into 2023 for a total of 14 drillholes. 10 drillholes 
were diamond core (core) and 4 reverse circulation (RC). This Technical Report describes 
the 14 drillholes and results for the Solar Lithium Project.   

Mineral Processing and Metallurgical Testing 
Metallurgical testing has not been conducted at the Project.  

Assessment of Reasonable Prospects for Eventual Economic Extraction 
A base case lithium resource cutoff grade has been determined based on the economics 
of a medium size (100 Mtpa) run-of-mine (ROM) surface mining operation that does not 
require blasting. Mineral processing would be onsite extracting lithium from claystone 
using an acid digestion method. A base case cutoff grade for Li is estimated to be 500 
ppm and an economic pit shell was developed to report surface minable resources.  

Mineral Resource Estimation 
The Solar Lithium Project geologic model is a 3D block model using the Nevada State 
Plane Central Zone NAD83 coordinate system and U.S. customary units. The geologic 
model was separated into three stratigraphic zones, which from top to bottom includes: 
surface weathering alluvium, mineralized claystone (Siebert Formation) and basement. 

The lithium mineral resource estimates are presented in Table 1.1 in U.S. customary units 
and Table 1.2 in metric units. The resource estimates are limited within a surface minable 
economic pit shell at 45° pit slope, a vertical depth of 1,000 ft. (305 m) below surface and 
a 500 ppm lithium base case cutoff grade. The lithium cutoff grade is based on calculations 
to produce an eventual battery grade lithium carbonate or lithium hydroxide monohydrate 
product. Lithium resources are presented for a range of cutoff grades to a maximum of 
800 ppm lithium. The effective date of the lithium resource estimate is February 24, 2026. 
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Table 1.1: Lithium Resource Estimates – U.S. Customary Units 
 

Cutoff  Volume Tons Li Thousand short tons (Kst) 
Li (ppm) (Kyd3) (Kst) (ppm) Li Li2CO3 LiOH.H20 

Indicated 
300 38,188 54,713 608 33 177 201 
400 32,991 47,267 649 31 163 186 
500 26,650 38,182 697 27 142 161 
600 19,031 27,266 756 21 110 125 
700 12,068 17,290 818 14 75 86 
800 6,543 9,374 876 8 44 50 

Inferred 
300 140,823 201,760 539 109 579 658 
400 114,658 164,273 583 96 510 579 
500 79,482 113,876 641 73 388 442 
600 43,503 62,328 716 45 237 270 
700 22,507 32,246 772 25 132 151 
800 6,174 8,846 856 8 40 46 

 
• CIM definitions are followed for classification of Mineral Resource. 
• Mineral Resource surface pit extent has been estimated using a lithium carbonate price of US21,000 US$/tonne 

and mining cost of US$3.25/tonne for waste, a total mining plus processing of US$50.5/tonne, a lithium recovery 
of 90%, fixed density of 1.70 g/cm3 (1.43 tons/yd3) 

• Conversions: 1 metric tonne = 1.102 short tons, metric m3 = 1.308 yd3, Li2CO3:Li ratio = 5.32, LiOH.H2O:Li ratio 
= 6.05 

• Totals may not represent the sum of the parts due to rounding. 
• The Mineral Resource estimate has been prepared by Joan Kester, PG of Stantec Consulting Services Inc. in 

conformity with CIM “Estimation of Mineral Resource and Mineral Reserves Best Practices” guidelines and are 
reported in accordance with the Canadian Securities Administrators NI 43-101. Mineral resources are not mineral 
reserves and do not have demonstrated economic viability. There is no certainty that any mineral resource will 
be converted into mineral reserve. 
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Interpretations and Conclusions 
The Project’s maiden mineral resource estimates for lithium are presented in Table 1.1 
and Table 1.2. Elevated lithium concentrations occur in the Siebert Formation claystone 
above the Siebert base Ts/TF contact. The lithium carbonate  estimates of Indicated 
resource are U.S. 142 Kst (Metric 128 Kt) at 697 ppm and Inferred Resource U.S. 388 Kst 
(Metric 352 Kt) at 641 ppm. These estimates are based on a lithium 500 ppm cutoff grade 
to produce an eventual battery grade lithium carbonate or lithium hydroxide monohydrate 
product.  

The accuracy of resource estimates is, in part, a function of the quality and quantity of 
available data and of engineering and geological interpretation and judgment. Given the 
data available at the time, the estimates presented herein are considered reasonable. 
However, they should be accepted with the understanding that additional data and 
analysis available after the date of the estimates may necessitate revision. These revisions 
may be material.  

Mineral resources are not mineral reserves and there is no assurance that any mineral 
resources will ultimately be reclassified as Proven or Probable reserves. Mineral 
resources which are not mineral reserves do not have demonstrated economic viability. 

Potential risks that may impact accuracy of the mineral resource estimates are: 

• The resource incorporated public domain surface information at the time. New 
information could aid interpretation of bedding and faults. Confirmed structural 
locations may have a material impact on the resource estimates. 

• The surface intrusions and other volcanics around the Project are mainly recognized 
from public domain geological maps. Future exploration drilling at the Project may 
show these intrusions and other volcanics extend further into the Project below 
surface.  

• The absence of externally inserted QA/QC samples limits independent verification of 
laboratory performance and, as a result, reduces confidence in the analytical results 
relied upon for the mineral resource estimate.   

• There has been no metallurgical testing at the Project for input on practical extraction 
of lithium, higher processing costs would increase the cutoff grade.  

• Market prices for battery grade lithium products fluctuate.  
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2 INTRODUCTION 
This Technical Report was prepared by Stantec Consulting Services Inc. (Stantec) for 
Cruz Battery Metals Corp. (Cruz) in accordance with the requirements of National 
Instrument 43-101 Standards of Disclosure for Mineral Projects (NI 43-101). This 
Technical Report is the maiden resource for the Solar Lithium Project (the Project).  

Information used in the compilation of the Technical Report was provided by Cruz as well 
as from public domain sources. All source information in addition to Cruz’s exploration 
data are listed under References in Section 27. 

The author and independent Stantec Qualified Person (QP) inspected the Project on 
January 29th, 2026. The QP verified drillhole locations and visited the core storage facility 
reviewing label conventions, depths and select lithologic contacts.  

The “Effective Date” means, with reference to a Technical Report, the date of the most 
recent scientific or technical information included in the Technical Report. 
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3 RELIANCE ON OTHER EXPERTS 
The Qualified Persons did not rely on a report, opinion or statement of another expert who 
is not a qualified person, or on information provided by the issuer, concerning legal, 
political, environmental, or tax matters. 
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4 PROPERTY DESCRIPTION AND LOCATION 

4.1 Description and Location 
The Project is located approximately 13 miles (21 km) north-northwest of the town of 
Tonopah, east of the Big Smoky Valley and west of the San Antonio Mountain range, Nye 
County, Nevada as shown on Figures 4-1 and 4-2. The project is east of the Solar Energy 
project and the Tonopah Crescent Dunes. The geographic coordinates of the Project’s 
approximate center are N-38°13’33” and W-117°17’16” (20950932 N, 1462028 E; NAD 83 
State Plane Nevada Central Feet). Figure 4-2 shows the location of the Property relative 
to the town of Tonopah. 

4.2 Property Concessions 
The Project consists of 239 unpatented lode mining claims located in Township and Range 
T5N-42E Sections 29-33; T4N-R41E Sections 12-13, 25-24 and TN4-R42E Sections 4-9 
of the Mount Diablo Meridian (21) and covers an approximate area of 4,863 acres (1,968 
hectares (ha)).  Appendix 1 (Solar Lithium Project Lode Claims) lists the claims, associated 
claimants and status. Figure 4-3 (Land Tenure Map) shows the claim locations with 
Township and Range.  

The Project is registered with the Department of the Interior Bureau of Land Management 
(BLM) and Nye County under the following claimant names: Cruz Capital (US) Corp. and 
Las Vegas Lithium Locators Corp (LV LLC). LV LLC is a wholly owned subsidiary of Cruz 
Capital (US) Corp.  

To maintain the claims in good standing, a payment of US$200/claim to the BLM and 
US$12/claim plus US$12 processing fee to Nye County must be made by early September 
of each year. At present Cruz has 100% ownership of the claims and no royalties are 
known to exist on the Property. 

4.3 Option Agreements, Royalties and Encumbrances 
There are no known royalties on the property.  
 

4.4 Legal Survey 
The federal lode claims comprising the Solar Lithium Project are tied to “brass cap” 
monuments of the United States Public Land Survey System (PLSS). Numerous 
surveyed section corners represented by brass caps are present in the Project area 
(Hiner and Bain, 2024). 

4.5 Permits and Surface Use 
Cruz operated under a Notice-of-Intent (NOI) issued by the Bureau of Land Management 
(BLM), Tonopah, Nevada Field Office. The NOI allowed five acres of disturbance to 
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complete only the 2021 through 2023 drilling. To undergo additional exploration drilling at 
the Project a Plan of Operations (PoO) may be required. Approval for a PoO will require 
surveys to evaluate cultural resources, endangered plants and animals, soil, air quality, 
studies of social and economic parameters, and water quality. The NOI required a bond 
in accordance with BLM Surface Management Regulation 43 Code of Federal Regulations 
(CFR) 3809. A currently active bond in the amount of $14,782.00 was placed and accepted 
by the BLM Nevada State Office (NVN101189) on June 28, 2023, for surface reclamation. 
The bond provides backup funding for reclamation in the occurrence of negligence or non-
compliance of the reclamation required in the NOI. Required reclamation includes the 
following:  plugging of the drill holes, backfilling of sumps, recontouring of drill pads and 
access roads and with native plant seeding as required. All required reclamation has been 
completed by Cruz and the drill pads are currently scheduled for inspection in April or May 
2026 by the BLM.  

4.6 Environmental Liabilities 
Reclamation (drillhole abandonment, reseeding, etc.) for the 2021 to 2023 drilling was 
completed in 2024 and is awaiting approval by the BLM. Aside from the environmental 
liabilities required to continue drilling, no known environmental liabilities are known at the 
Solar Lithium Project. 

4.7 Other Significant Factors and Risks 
The Authors are unaware of significant factors or risks that may materially restrict Cruz 
from its right and ability to perform work at the Project. 
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5 ACCESSIBILITY, CLIMATE, LOCAL RESOURCES, INFRASTRUCTURE 
AND PHYSIOGRAPHY 

5.1 Accessibility  
The Property is approximately 13 miles (21 km) to the northwest of Tonopah, Nevada, and 
79 miles (127 km) to the northeast of Bishop, California (Figures 4-1 and 5-1). The Project 
is east of the near by Crescent Dunes Picnic Area and Crescent Dunes Solar Project along 
State Highway 89 (Figures 4-3 and 5-1).  

Access to the Project is from Tonopah off United States (US) Highway US 95/US 6). From 
Tonopah approximately 2.5 miles (4 km) west is the junction of US 95/US 6 with State 
Highway 89 (also called Gabbs Pole Line Road). Heading north on State Highway 89 
approximately 10 miles turn right (east) onto a well-maintained two-track dirt road for about 
5 miles to where the Project area begins (see Figures 4-3 and 5-1). A good four-wheel 
drive is recommended as many of the dirt roads have deep sand sections. 

5.2 Climate 
The town of Tonopah, Nevada, is located 6,050  ft. (1,844 m) above mean sea level (amsl) 
(Google Earth) and the project area ranges from approximately 5,100 to 6,100 ft. (1,554 
to 1,859m) amsl. The Köppen-Geiger Climate Classification system designates this area 
as cool-arid desert (Climate Change & Infectious Diseases, 2019; Weatherbase, 2020, 
para. 2).  

July is the warmest month in the Tonopah area, with an average temperature of 88oF 
(21.6°C) while the coldest month of the year is January, with an average temperature of 
22oF (-1.3°C). August has the highest average precipitation, with 0.7 inches (18 mm), and 
December has the lowest at 0.27 inches (7 mm)(Tonopah Climate, 2020), however this 
varies by source. April is the windiest month with average winds as high as 9 miles per 
hour (Weatherspark, 1993).  

Recent climate data can be collected at the Tonopah, Nevada (DRI-CEMP) Weather 
Station https://wrcc.dri.edu/weather/tono.html (Western Regional Climate Center 
(WRCC)). Other Remote Automatic Weather Station (RAWS) operate in the area 
(https://raws.dri.edu/nvF.html). Due to the mild weather in the area, year-round exploration 
and other activities are feasible. However, caution when working directly on clay outcrops 
in wetter seasons.  

5.3 Local Resources and infrastructure 
The town of Tonopah is approximately 13 miles (21 km) southeast of the Property. A range 
of services are available, such as hotel accommodation, schools, restaurants, fuel, 
tourism, and general shopping. There is a history of mining and exploration in the Tonopah 

https://wrcc.dri.edu/weather/tono.html
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area, and as such, skilled labour and equipment is available, as well as throughout 
Nevada. 

The Frontier Medical Group, LLC provides ambulatory and urgent care services in the 
Tonopah area. Mount Grant General Hospital, located in Hawthorn, Nevada, is the closest 
large hospital, and is located approximately 104 miles (167 km) from Tonopah.  

Infrastructure is available in the general area of the Property. Power is available along the 
south side of US 95 (11 miles southwest of the Project) which runs northwest to southeast 
and a 120-kilovolt overhead transmission and substation located at the Liberty Mine about 
6 miles north of the project area, maintained by Sierra Pacific Electric Company. The 
power line crosses US 95 (Gabbs Pole Line Road) near the Crescent Dunes solar plant. 
Cell service is available through much of the Project area with most cell providers however 
service is spotty proximal to the mountains.   

Main transportation and resources route to Tonopah are US 95 and US 6.  US 95 connects 
Reno, Nevada, from Interstate 80, to Las Vegas, Nevada, on Interstate 15. Highway US 6 
runs east/west to nearby towns and Tonopah has a small airport 
https://www.tonopahnevada.com/airport. Tonopah is equidistant between two 
international airports: Harry Reid International Airport, located in Las Vegas, Nevada, and 
Reno-Tahoe International Airport, located in Reno, Nevada. Both centers have major car 
and truck rental options available, as well as any necessary amenities. 

Union Pacific Railroad, which ships commodities such as non-metallic minerals, has two 
main lines that run through Nevada. One in the northern part of the state, with stops at 
Reno, Flanigan, Winnemucca, Elko, and Wells, linking central California with Salt Lake 
City, Utah. The other runs through Las Vegas, in the southern part of the state, and 
connects Los Angeles/Long Beach, CA with Salt Lake City, Utah, and onwards to the 
Union Pacific transcontinental line and destinations east (Union Pacific, 2019, paras. 2, 4, 
and 6). 

Domestic water supply in Tonopah is generally sourced from a well field in Ralston Valley, 
and water for exploration drilling is purchased from the Tonopah Public Utility. Surface 
waters in the Project Area are ephemeral where the local topographic relief creates a 
network of dry creeks and washes. There are no intermittent or perennial streams and 
surface water is dependent on seasonal precipitation. A number of springs have been 
identified within an approximate ten‐mile radius of the Project. Some of the springs have 
water rights used for commercial, stock watering, or other uses (BLM, 2021). 

At the American Lithium TLC Property to the south of the Project, groundwater was 
encountered in two drillholes at approximately 470 feet in the east and at 580 feet in the 
west. In 2022 and 2023 six (6) groundwater monitoring wells and four (4) vibrating wire 
piezometers (VWPs) were installed at the TLC Property (Kester and Kartick, 2025).  
Details of the groundwater monitoring if available have not been reviewed by the Author.    

https://www.tonopahnevada.com/airport
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5.4 Physiography 
The Property is within the Basin and Range physiographic province of western North 
America. The Property is between the San Antonio Mountain Range grading into the Big 
Smoky Valley (a large basin playa complex). The transition from mountains to playa is a 
broad desert plain with a gently slope to the west. Elevations are highest to the east of the 
Project at approximately 6,100 ft. (1,859 m) amsl, and lowest near Gabbs Pole Line Road 
at 5,100 ft. (1,554 m) amsl. The topography can best be characterized as gentle pediment 
incised by anastomosing drainages (incised canyon 200- to 400-feet-deep).  

The Property  exhibits typical high-desert vegetation with low-growing sagebrush and 
greasewood with drought tolerant grasses in the spring months of wetter years. Wild 
horses and burros, antelope, coyotes, small mammals, and desert reptiles live within or 
frequent the project area. 
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6 HISTORY 

A summary of historical work completed on the Solar Lithium Project has been compiled 
through discussions with Cruz and review of the Project’s NI 43-01 report by Hiner and 
Bain, 2024. There has been no former development of minerals at the Project.  

6.1 Exploration 
There is limited information on property activity and ownership prior to 2021.  The Project 
is located entirely on federal land managed by the BLM. A review of the BLM’s mining 
claim files showed that a few lode claims at the Project were located during the late 1970’s 
to early 1980’s uranium boom. Uranium exploration appeared carried out by test pits no 
formal drilling took place. There were no active claims near the project area except for 
American Lithium’s when Cruz Battery Metals staked its claims. Cruz exploration began 
on the Solar Lithium Project in 2021 and is discussed further in Section 9. 

6.2 Historical Estimates 
No historical mineral resource estimates at the Project are known. The adjacent American 
Lithium TLC Property has relevant information discussed within Section 23 Adjacent 
Properties.   

6.3 Mining Studies 
No mining studies have been conducted at the Project. The adjacent American Lithium 
TLC Property has relevant information discussed within Section 23 Adjacent Properties.   

6.4 Metallurgical Testing 
No metallurgical studies have been conducted at the Project. The adjacent American 
Lithium TLC Property has relevant information discussed within Section 23 Adjacent 
Properties.   
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7 GEOLOGIC SETTING AND MINERALIZATION 

7.1 Regional Geology 
The Tonopah mining district lies to the east of a zone of disrupted structure, known as the 
Walker Lane tectonic belt, which separates the Sierra Nevada batholith from the Basin 
and Range province in the Great Basin of Nevada (Bonham and Garside, 1979). The 
Great Basin is a tectonic region west of the Rocky Mountains, that spans from southern 
Oregon to southern California and Arizona that underwent crustal extension and elevated 
thermal activity in the mid-Tertiary developing the current basin and range physiography. 
The basin and range region is comprised of fault-bounded mountains dominantly 
composed of Proterozoic and Paleozoic sedimentary rocks, while the basins are filled with 
volcanic deposits and erosional detritus from the ranges.  

The Solar Lithium Project (the Project) is within the Tonopah mining district, which is 
centred around the town of Tonopah in Nye and Esmeralda Counties, Nevada. Within the 
mining district is the San Antonio Mountain range, a Tertiary aged complex that underwent 
intermittent volcanism between 35 m.y. and 10 m.y. (Bonham and Garside, 1979). The 
Project is directly west of the San Antonio Mountains and has undergone episodes of 
plutonic and volcanic activity. Plutonism in this area dates to the Late Cretaceous, with 
intrusion of the Fraziers Well pluton and associated porphyry dykes (Bonham and Garside, 
1979). These intrusions are shown as Kmi on Figure 7-1 from the Geologic Map of Nevada 
USGS Data Series 249 at 1:250,000 scale, a compilation of older maps published in 2007 
(Crafford, 2007).  

Basin and Range faulting in the Tonopah area is estimated at 16 to 17 m.y. ago, as 
indicated by the age of the faulted Siebert Formation and the extrusion of olivine 
trachyandesite. (Bonham and Garside, 1979). The Siebert Formation is composed of 
fluvatile and lacustrine epiclastic conglomerates, sandstone, siltstone, and lesser 
quantities of subaerially and sub-aqueously deposited tuffs (Bonham and Garside, 1979). 
Outcrops of the Siebert Formation are shown on Figure 7-1 as Ts3 and on Figure 7-2 as 
Ts. Figure 7-2’s geology is predominantly from Bonham and Garside 1979 at 1:48,000 
scale in the south and has been modified and merged with Crawford’s 2007 map to the 
north with some aerial interpretation. North-trending faults in the area are estimated to be 
coeval with Basin and Range faulting (Bonham and Garside, 1979). Andesite and basalt 
flows outcrop along the eastern edge and within the Project as Ta2 and Tba shown on 
Figure 7-1, and respectfully Tlm, Trc, Trct, and Ttrf on Figure 7-2. The Siebert Formation 
and surrounding volcanics are of similar ages and depositionally intertwined in areas.   

7.2 Local Geology 
The Solar Lithium Project’s local geology, as it is currently known, is shown on Figure 7-
2. Surface mapping was not conducted at the site by Cruz or Stantec. Surface geology is 
from the sources cited in Section 7.1 with some aerial interpretation. Figure 7-1 and Figure 
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7-2 have slightly different legends whereas often respectfully both lithologic codes are 
listed separated by a slash. The Project contains sedimentary alluvium, lacustrine clays 
and volcanics. The Project area has been separated into three main areas or blocks based 
on the large Basin and Range north-south trending normal faults presented in Figures 7-
1 and 7-2. Figure 7-2’s inset displays these blocks with labels. Block 1 is the main Project 
area where exploration has occurred. Block 2 is step down basin fault topped with older 
alluvium Qal/Qoa and Block 3 is a valley fault block topped with younger alluvium 
Qya:Qal/Qfp. The fault that separates blocks 1 from 2 and 3 is labeled a F1. Project 
exploration drilling was conducted east of F1 and described further in Section 9. 

Only Block 1 is described in detail as the other blocks were not explored. It is assumed 
that the other blocks have similar at- depth geology only dropped down by faulting. Blocks 
2 and 3 are assumed to have thicker alluvium, but this has not been confirmed. F1 could 
have as much as 800 feet of displacement estimated from Bonham and Garside’s, 1979 
geologic map cross section. 

The Project is a Quaternary-aged shallow westward dipping alluvial outwash-plane. From 
the Project exploration drilling, the outwash-plane near-surface Quaternary alluvium 
(Qal/Qoa) had an average thickness of 99 ft. (30 m). Alluvium ranges from 0 to 206 ft, with 
the thickest alluvium in the south-central area near drillhole Solar 4 (Figure 7-3; cross 
section A-A’).  

The outwash-plane is interspersed with shallow washes draining west. The shallow 
washes partially expose underlying fine sediments of clay and lithic tuffs of the Miocene-
age Siebert Formation (Siebert). Siebert is mapped at surface in multi locations east of 
the large dominant fault (F1) that crosses the Project. The largest Siebert outcrop is west-
central at the topographical high butte where it has various faults and folds mapped by 
Bonham and Garside, 1979: note F2 and F3 (Figure 7-2).  

The Project has various volcanic andesite and basaltic flow outcrops (Figures 7-1 and 7-
2): in the north is the largest volcanic Tba/Ttrf surrounded by Siebert; along the east border 
a small arm of  Ta2/Tlm and in the west-central along the T4N R41 and 42E line a cluster 
containing Ta2/Tlm, Trc and Trct. Drillholes on the east (Solar 11, 12 and Sun 2) 
encountered a reddish basalt-like volcanic unit at total depth (TD), different from the 
western drillholes Basal tuff. During the QP site visit basalt was observed at surface in 
route to drillholes Solar 11 and 12 (see Section 10 for drillhole locations). The far north 
and west igneous volcanics were not visited or observed in the field, their occurrence is 
based on public domain geologic mapping. 

Below the alluvial cap the dominate lithologies observed from drillhole records are the 
finely laminated claystone beds with lenses of sandstone, conglomerate and occasional 
layers of volcanic ash and tuff. Collectively, this mixed unit of lacustrine sedimentary beds 
and minor volcanics is referred to as the Siebert claystone or “Ts”. Underlying the Siebert 
claystone is a tuffaceous sandstone and conglomerate collectively referred to as the Basal 
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tuff or TF.  The TLC Property located south of the Solar Lithium Project, encountered a 
similar tuff marker bed below Siebert claystones.  

In the geological model Block 1 was not further faulted however F2 was mimicked by a 
down draping of the Ts/TF contact (Figure 7-3; cross section A-A’). It is possible F3 on 
Figure 7-2 could continue northward trending between Solar 6 and Solar 9. From Hiner 
and Bain 2026, they noted a possible fault (F4) between drillholes Solar 5 and Solar 4 as 
bedding appeared steeply dipping in core. In review of the geologic model, it is possible 
F3 and F4 could be suggesting a fault graben like paleo basin, see cross section A-A’ 
(Figure 7-3). Field mapping and structural orientations where not taken, but some surface 
observations were collected via photographs discussed in Section 12. In general bedding 
is flat laying with gentle wrapping across the Project, however west of the drillholes and 
near F2, structure is more complex.  

Figure 7-3 shows two generalized geological cross sections (A-A’ and B-B’) through the 
Property. Cross Section A-A’ is oriented looking north, and Cross Section B-B’ is oriented 
looking west. The cross sections have no vertical exaggeration 1:1. From drilling details, 
information was not considered sufficient to model possible fault structures at this time. 
The area is interpreted to be a lacustrine basin deposit where onlapping can occur at basin 
edges and apparent changes could be due to stratigraphic unconformable and 
conformable igneous contacts as well. 

7.3 Mineralization  
Elevated lithium concentrations occur on the Property near the surface in the east and the 
western areas where Siebert outcrops and drilling occurred. Lithium concentrations from 
drilling tend to follow along the base of the Siebert right above the Ts/TF contact. In the 
center of the interpretated paleo basin, drillholes Solar 4 and 9, where the Siebert is 
thickest (~560 ft) lithium concentrations are similarly most elevated near the base (Figure 
7-3; cross section A-A’). Cross Section B-B’ displays the shallow Ts/TF contact in the 
western drillholes.  Figure 14-3 displays drillholes with mineralization in cross section. 

The overall evaluated footprint of mineralized clay, with lithium concentrations greater than 
500 ppm, is 714 acres (289 ha) for an approximate 150 ft (46 m) zone above the Siebert 
base Ts/TF contact. 
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8 DEPOSIT TYPES 
Lithium deposits are hosted in pegmatites, continental brines, and clays. Where observed, 
elevated lithium concentrations in clay deposits occur in hydrologically closed basins that 
contain silicic volcanic rocks. These deposits are commonly ash-rich, lacustrine rocks that 
contain swelling clays. Common accessory rocks include volcanic flows and detritus, 
alluvial-fans and flat lacustrine rocks (Asher-Bolinder, 1991). 

The USGS presented a descriptive model of lithium in smectites of closed basins in the 
2011 Open File 11A. This model, identified as Model 25l.3(T) in the publication, proposed 
three forms of genesis for clay lithium deposits: the alteration of volcanic glass to lithium-
rich smectite; precipitation from lacustrine waters; and incorporation of lithium into existing 
smectites. In each case, the depositional/diagenetic model is characterized by abundant 
magnesium, silicic volcanics, and an arid environment (Asher-Bolinder, 1991).  

Publications on the relationship between lacustrine sediments and brines in the Clayton 
Valley area by Coffey et al. (2021) indicate the release of lithium from source rock clays 
upon hydration and increasing temperatures at depth. The experimental findings also 
indicate an increase in lithium concentrations within the bulk sediments with increasing 
depth. A 3-D schematic of the lithostratigraphic units that generally constitute the closed 
sedimentary basin of Clayton Valley is shown in Figure 8-1 (Coffey et al., 2021). Lithium 
enrichment within the subsurface sediments is hypothesized to occur through ionic 
exchange and ion adsorption under water-rock interactions.  

Typical mineralized body dimensions for this deposit type are proposed to be up to several 
meters in thickness and to extend laterally by a few kilometers. The structural setting, host 
lithologies, and mineralization observed on the Solar Lithium Project is similar to the lithium 
in smectite clay model proposed by Asher-Bolinder (1991).  
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9 EXPLORATION 

9.1 2021 Surface Sampling  
In 2021 Cruz geologists conducted geochemical surface sampling in the area on 
outcropping badlands consisting of greenish clays on a boarder expanse of claims. The 
targeted mineralized outcrop had a strike length of over 3 miles. Surface sampling at the 
Project included 49 claystone sample locations, 18 being confirmation samples in areas 
of higher concentration.  

All samples were collected from exposed green claystone outcrops and placed in sturdy 
sample bags with a unique sample tag identification number. The sample tag identification 
number was inscribed by an indelible black marker on the outside of the bag and tightly 
sealed. Field notes recorded: the rock sample number, the sample location in NAD27 UTM 
Zone 11 coordinates provided by a handheld GPS and notes describing the rock type 
encountered. General comments regarding the presence of any historical workings, 
access, along with other pertinent details were also recorded. The rock samples were kept 
secure by Cruz geologists and delivered to ALS USA Inc. laboratories (ALS) in Reno, 
Nevada.  

Samples were prepared at ALS in Reno, Nevada and shipped for analysis at their 
Vancouver, BC, Canada laboratory. The Project samples ranged from 60 to 1610 ppm Li 
with an average grade of 447 ppm. The analytical results from the 18 confirmation samples 
ranged from 250 to over 1,200 ppm Li, and the average grade of the samples taken was 
876 ppm Li. The areas with higher Li values were targeted for drilling.   

9.2 Exploration Drilling 
The Project exploration drilling began in the Fall of 2021 and continued into 2023 for a 
total of 14 drillholes. See Section 10 (Drilling) for details and Section 11 for sampling 
details. For all drilling a Cruz geologist oversaw the drilling and sampling operations. No 
drillholes encountered groundwater.    
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10 DRILLING 
A combination of diamond core (core) and reverse circulation (RC) drillholes were 
completed on the Solar Lithium Project. Drilling occurred between 2021 and 2023. The 
resource drillhole database includes information from 14 drillholes; 10 core holes and 4 
RC holes and were utilized for the mineral resource estimate outlined in Section 14.  Table 
10.1 shows the list of drillhole locations used within the model with their details on year, 
depth, and type.  

Data for the drillholes were provided as tables and original field notes for lithology and 
tabulated from original laboratory certificated for assays provided by Cruz staff. Lithology 
was received within compiled excel tables and scanned field notes. The assay data was 
provided by .csv files accompanied by the original laboratory PDF certificates. Information 
on sample depths and sampling procedures was acquired from a combination of the files 
mentioned above and follow- up communication with Cruz staff.  Stantec complied the 
individual data files into tabular form first Excel, then .csv for import into MinePlan’s 
(v16.3.0)-Torque database software (v7.1.5) for insertion into a MinePlan geologic model.  

Table 10.1 lists the drillhole collar locations in NAD 1983 State Plane Nevada Central feet 
coordinates. Hole locations are shown on Figure 10-1. The original drillhole collar location 
and elevation information were collected with a handheld GPS device utilizing UTM 
NAD27 Zone 11 meters. The original drillhole locations were converted into State Plane 
feet coordinates using an ESRI GIS software transformation to accommodate the need for 
consistent 3D units. The collar elevation data was adjusted to match the US Geological 
Survey 2023 open-source digital elevation data (DEM)/topography received as a digital 
raster at 1/3 arc-second (10 meter) resolution. This elevation approach is used to have a 
known consistent topographical reference due to general handheld GPS’s error and need 
for ellipsoid conversions.  

Drilling was completed by Harris Exploration Drilling and Associates Inc. of Escondido 
California. Core holes were drilled using a track mounted Christenson CS 14 drill rig and 
HQ 2.5-inch (63.5 mm) diameter drill rod.  RC holes were drilled using a hammer-bit dual 
tube recovery system using injected drill fluids to maintain drill cutting flow to the surface.  
Cruz geologists completed logging and sampling activities. All drillholes are vertical. Field 
drilling, logging, and sampling actives are described below. Rig lubricants were specified 
to exclude Li-bearing grease. Further sampling details are discussed in Section 11.   

10.1 Diamond Core Drilling   
Drill core was boxed at the drill rig and the boxes were labeled by the drillers. Footage 
blocks were inserted within boxes between the approximate 5-foot (5 ft.) runs for further 
reference. A Cruz geologist monitored field processes early in the drill campaign and when 
onsite. Boxed core was retrieved and transported from the drill rig by Cruz geologists to 
the Liberty Mine, Nevada core warehouse for further QC, logging and sampling. The 
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Liberty Mine is located approximately 6 miles north (Figure 5-1) with the main access north 
of the Cresent Dunes solar energy project.  

10.2 Reverse Circulation Drilling and Field Sampling 
RC cuttings and fluids were passed through a cyclone equipped with an adjustable rotary 
splitter. This splitter produced one outlet for the sample with the remaining drill fluids and 
cuttings discharged to the drill sump. The drillers and/or samplers monitor the standard 
five-foot (1.5 m) sample run length including cutting surface lag and drillhole volume and 
washed between samples.   

Samples are collected in a numbered sturdy cloth bag by the rig sampler as directed by 
the geologist and driller. Five-foot (5 ft) intervals (~ 5 pounds) were collected as a single 
sample and labeled with drillhole name and footage. For each hole, chip trays with 
compartments are filled with washed screen chips, labeled with footages and logged 
onsite by the Cruz geologists.    

Table 10.1: Solar Lithium Project Drilling 

Hole 
Name Year 

Easting (X) 
NAD83 SP 

Central 

Northing (Y) 
NAD83 SP 

Central 
Elevation 

(ft) 
Total 
Depth 

(ft) 
Hole 
Type 

Azimuth 
and Dip 

 
Elevation obtained from USGS DEM.   

Solar 1 2021 1459435.17 20951205.28 5554.1 260 Core 0  / -90  

Solar 2 2021 1460000.74 20949677.12 5590.6 448 Core 0  / -90  

Solar 3 2022 1461130.68 20949023.23 5619.8 835 Core 0  / -90  

Solar 4 2022 1463647.86 20949906.87 5727.5 758 Core 0  / -90  

Solar 5 2022 1466056.95 20949937.59 5853.3 525 Core 0  / -90  

Solar 5A 2023 1466070.07 20949934.26 5854.8 350 RC 0  / -90  

Solar 6 2023 1459869.46 20950589.99 5574.5 328 Core 0  / -90  

Solar 7 2023 1458980.29 20951571.22 5505.3 117 Core 0  / -90  

Solar 8 2023 1460189.52 20951064.73 5587.7 350 Core 0  / -90  

Solar 9 2023 1460935.34 20950376.11 5627.0 618 Core 0  / -90  

Solar 10 2023 1460215.57 20948268.38 5594.5 570 Core 0  / -90  

Solar 11 2023 1468093.08 20953035.03 5929.7 260 RC 0  / -90  

Solar 12 2023 1465721.32 20953345.50 5781.5 550 RC 0  / -90  

Sun 2 2023 1466807.35 20953259.55 5822.3 260 RC 0  / -90  
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11 SAMPLE PREPARATION, ANALYSES & SECURITY 

11.1 Sampling Method and Approach 
Drill samples were transported by the Cruz geologist daily to the Liberty Mine core 
warehouse north of the Project.  The Liberty Mine core warehouse is large, dry and stores 
core for many projects. The warehouse is fenced, gated and locked after hours when no 
one is onsite. Samples are stored on pallets and some wrapped in plastic.  After drillholes 
were logged, samples (split core and RC) were transported by Cruz personnel to the ALS 
Lab in Reno, Nevada. At the ALS Reno lab samples were dried, crushed, pulverized, and 
then shipped to ALS Lab in Vancouver, British Columbia for analyses. 

No independent couriers were involved, and sample submittal forms were generated by 
the lab. Sampling specifics are discussed below. External to the lab QA/QC was not 
conducted. After analysis, the sample rejects and pulps were discarded.   

11.1.1 Diamond Drill Core Samples 
At the warehouse the Cruz geologist inventories and cross-checks the received boxes and 
footages. After box numbering is checked, the core was logged detailing lithology, color, 
grain size, texture, sedimentary structures, bedding and other descriptive details. This 
data was recorded in a field notebook and later tabulated by the geologist. 

After core is logged, sample intervals are assigned by the geologist based on either 
geologic breaks or approximate 5 ft (1.5 m) lengths. Samples were split lengthwise using 
a hammer and chisel for assay. One half of the core is placed in labeled sturdy cloth bags 
and the other half retained in the core box and stored for future reference. Samples were 
labeled with drillhole name and depth.  Samples were then transported to ALS in Reno 
directly by the Cruz geologist. 

11.1.2 Reverse Circulation Samples 
Once RC samples were bagged, they were not logged but verified for sample count and 
sequence and prepared for laboratory transport by the Cruz geologist. RC chips are stored 
at the storage facilities for logging. 

11.2 Laboratory Analyses 
Laboratory analysis certificates for thirteen (13) drillholes were made available by Cruz. 
One (1) drillhole was not analyzed due to only a thin section of Siebert. Samples were 
submitted to ALS located in Reno, Nevada and analyzed at the Vancouver Canada 
location. ALS is an ISO/IEC 17025 accredited, and SCC accredited Canadian lab for 
minerals analysis. ALS submitted certified PDFs and electronic data deliverables of 
sample results to Cruz after completion.   
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ALS conducted in-house QA/QC sampling at a rate of 13.6% with the Cruz sample 
batches. QA/QC included blanks, Certified Reference Material (CRMs) (standards) and 
duplicates prepared from the Cruz samples.  At the laboratory samples were crushed by 
fine crushing of dried sample to 70% passing 2 mm  (0.07 in) (method CRU-31), pulverized 
250g to 85% passing 75 micron (method PUL-31). The prepared samples then underwent 
Aqua Regia digestion for Li-ICP41 analyses by ICP-AES instrumentation.  ICP-AES being 
Inductively Coupled Plasma- Atomic Emission Spectroscopy.  

Stantec entered assays received from Cruz into Hexagon MinePlan (v16.3.0) Torque 
database (v7.1.5) which was used to build the MinePlan geologic model that formed the 
basis of the mineral resource estimate described in Section 14. 

External QA/QC was not conducted on Project samples, whereas in leu internal lab 
QA/QC was reviewed. Laboratory internal details were provided with Cruz’s consent and 
performance analyses completed. Of the 13.6% QA/QC performed 26.1% were blanks, 
22.6% duplicates and 51.3% standards.  Blanks provide a test on both sample preparation 
and analysis. Standards measure lab performance, and duplicates indicate sample 
variability and lab performance.  

The 2021 surface samples analysis data was received from Cruz and reviewed but the 
data not utilized in the resource estimate. Original lab certificates were not collected or 
reviewed in full. Some lab QA/QC was received, and it is noted analysis was conducted 
similar to the drillholes.  

11.3 Quality Control 
The Project’s MinePlan Torque assay database for the drillholes were generated directly 
from the lab electronic deliverables with corresponding footage from drilling drillhole 
records from Cruz. The total drillhole assay database included 845 samples.  

External QA/QC was not conducted on Project samples, whereas in leu internal lab 
QA/QC was reviewed. Laboratory internal details were provided with Cruz’s consent and 
performance analyses completed. A total of 115 internal lab QA/QC samples were 
conducted for a total of 13.6% QA/QC performed distributed as 26.1% were blanks, 22.6% 
duplicates and 51.3% standards.  Blanks provide a test on sample preparation, duplicates 
indicate sample variability and lab performance and CRMs measure lab performance.  

The 2021 surface samples were  conducted for exploration targeting. The surface sample 
analytical data received from Cruz was reviewed but not utilized in the resource estimate 
due to concerns with surface weathering. Original lab certificates were not collected or 
reviewed in full. Some lab QA/QC was received, and it is noted analysis was conducted 
similar to the drillholes.  
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11.3.1 Blanks and Duplicates 
External blanks or duplicates were not inserted by Cruz during sampling. However, internal 
laboratory QA/QC was reviewed.  

Laboratory blank source material was not confirmed, however, all blanks were less than 
the laboratory detection limit of 10 ppm. The laboratory performed duplicate splits using 
Cruz samples. Repeat samples (duplicates) were all within 10% of the original value and 
had a desired root mean squared analysis (R2) of 0.9972. In general, a R2 above 0.95 is 
considered acceptable. Figure 11-1 displays the laboratory duplicates on Cruz samples. 

11.3.2 CRM Standards 
The internal laboratory CRM standards utilized were geared for multi element analysis, 
whereas for several standards identifying a Li certified value to compare with proved 
difficult. For all standards if a certified value was found it was for 4-acid digestion not Aqua 
Regia digestion.  Therefore, a direct review using certified standard deviations was not 
conducted. All standards’ analysis values were very consistent. OREAS-45h, CDN-CM34 
and GBM321-8 = 10 ppm; EMOG-17 = 20 ppm; and MRGeo08 = 30 ppm.  Due to all 
CRMs were less than 30 ppm this made them not very effective to review lab performance 
at higher concentrations.  

11.3.3 Twin Samples 
Two locations Solar 3 and Solar 5/5A provided twinned hole scenarios for comparison.  

Solar 3 had duplicate analysis from 130 to 225 feet below ground surface. This was due 
to redrilling after stopping due to weather. When comparing Solar 3’s (19 total) 5 ft. 
samples directly 80% of samples were within 30% of each other. When comparing the 
average over the same 95-foot section, Solar 3 (A) was 303 ppm and Solar 3 (B) was 310 
ppm, within 2% of each other. The two 95-foot sections were within 10% of each other 
demonstrating consistency.  

Solar 5 (core) and Solar 5A (RC) were drilled approximately 15 feet apart. They had 
duplicate or twinned analysis from 180 to 350 feet. When comparing Solar 5’s (34 total) 5 
ft. samples directly 65% were within 30% of each other. When comparing the average 
over the whole 170-ft section, Solar 5 was 419 ppm and Solar 5A was 376 ppm, 
approximately right at 10% of each other.  In was noted in Cruz’s geological log that Solar 
5 had suspected dipping beds. 

11.4 Adequacy of Laboratory Procedures and Sample Security 
It is the opinion of the Stantec QP that although no external QA/QC was performed, review 
of the data showed no indications of analytical concern. It is the opinion of the QP that 
data is adequate for the basis of building a geological model and estimation of lithium 
resources. It is recommended that QA/QC sampling be conducted on the previous 
samples to gain measured resource confidence. Drill twinning is also another option to 
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gain further analytical confidence confirmation. For future drilling programs, it is 
recommended external QA/QC be inserted within the sample stream at approximately 
15% at the following ratios: 5% blanks, 5% duplicates and 5% standards. Both blanks and 
standards should be CRMs. At least two standards should be used covering the expected 
Li ppm concentration range.   
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12 DATA VERIFICATION 
An audit of the drilling at the Cruz Solar Lithium Project occurred during database 
compilation for the geologic model. Assays were compiled directly from ALS laboratory 
deliverables and geology checks conducted in the field by the Qualified Persons (QP’s).     

12.1 Property Inspection 2026 
The goals of the site investigation were to verify drillhole sample practices, lithologic 
breaks in core and RC chips samples, and verify drillhole locations. While on-site, the QP 
conducted general geological inspection of the Solar Lithium Project, including verification 
of drill collar locations noting surface formations, review of downhole lithologies and rock 
types, and review of logging documentation. The site visit was completed by Qualified 
Person (QP) Joan Kester on January 29th, 2026. The QP was able to visit the sample 
storage facility in the morning and drill pad locations in the afternoon.   

12.1.1 Property Investigation, Sample and Documentation Review 
The QP reviewed core at the Liberty Mine storage facility. At the storage facility the Cruz 
core boxes, and RC chip trays were found to be well labeled and organized by footage. 
The Author was accompanied by a Cruz representative and Liberty Mine personnel were 
onsite. Figures 12-1 and 12-2 display information and photographs from the site visit.  

At the storage facility the QP was able to review, verify and photograph several available 
core and RC chips. All RC chips (Solar 5A, 11, 12 and Sun 2-2A) were reviewed and core 
holes Solar 3, 4, 5, 6, 7 and 9. RC and core were reviewed for accurate lithologic contacts 
and labeling. The samples reviewed covered the dominate lithological contacts and 
mineralized zones across the Property, some targeted zones where not accessible due to 
logistics of pallet location and time. The RC and core samples compared against original 
geologists’ descriptions, footages, and assay certificates indicated no material 
discrepancies or concerns. Some core pallets were wrapped in plastic and in general core 
boxes for each drillhole were kept together and RC chips were well labeled and available.  
Overall observations indicate no evidence of drilling, sampling, or core recovery factors 
that could have materially impacted the accuracy and reliability of the sample results. 

12.1.2 Drillhole Location Validation and Observations 
The QP visited the drill pads at the Property accessible by 4x4 via both paved and dirt 
roads. Outcrops and topography were observed and photographed. Most drillhole 
locations were visited and representative photographs are displayed in Figure 12-2. The 
drillholes were loaded into ArcGIS’s field maps, and all holes were within an obvious drill 
pad disturbed area. The drill pads did not have collar markers tags to confirm locations at 
mapping or survey grade as reclamation had taken place.    
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Field observation of surficial outcrops looking North from drillhole Solar 7 bedding 
appeared to have a monoclinal west dip, interpreted as soft sediment deformation due to 
gravity into wash drainages or local fault flexure. 

12.1.3 Data Validation Limitations 
The Qualified Persons did not complete the following: 

• Laboratory inspections were not completed at the ALS laboratories by the Qualified 
Person.  

• The Qualified Person did not independently witness sample collection and 
methodology at the drill pads. 

• The Qualified Person could not verify actual collar locations as they were not 
marked. 

12.2 Opinion of the Independent Qualified Person 
In the Qualified Person’s opinion from the field evidence, sample condition, documentation 
provided, security, and analytical methods that the data meets industry standards. The 
quality of the warehouse organization and documentation are adequate. The Qualified 
Person is confident that the drillhole locations, samples and associated laboratory 
datasets used in this Technical Report are accurate.  

It is recommended drillhole collars are tagged with metal small tags to aid finding them in 
the future with a metal detector. It is recommended an official survey be conducted on 
collars after drilling especially if not tagging them due to BLM regulation or other reasons.   
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13 MINERAL PROCESSING AND METALLURGICAL TESTING 
Metallurgical testing was not conducted on the Solar Lithium Project samples.  

The adjacent American Lithium TLC Project has relevant information discussed within 
Section 23 Adjacent Properties.   
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14 MINERAL RESOURCE ESTIMATES 

14.1 Approach 
In accordance with the requirements of NI 43-101 and the Canadian Institute of Mining, 
Metallurgy and Petroleum Definition Standards, the Qualified Persons validated the 
drillhole and sample data sets and created a geologic model for the purpose of generating 
a lithium resource estimate from the Solar Lithium Project mineralized clay deposit.  

The geologic model described in Section 4.4 was utilized as the basis for estimating 
mineral resources at the Solar Lithium Project. 

14.2 Basis for Resource Estimation 
NI 43-101 specifies that the definitions of the Canadian Institute of Mining, Metallurgy and 
Petroleum (CIM) Guidelines be used for the identification of resources. The CIM Resource 
and Reserve Definition Committee have produced the following statements which are 
restated here in the format originally provided in the CIM Reserve Resource Definition 
document:  

“Mineral Resources are sub-divided, in order of increasing geological confidence, 
into Inferred, Indicated and Measured categories. An Inferred Mineral Resource 
has a lower level of confidence than that applied to an Indicated Mineral Resource. 
An Indicated Mineral Resource has a higher level of confidence than an Inferred 
Mineral Resource but has a lower level of confidence than a Measured Mineral 
Resource.” 

The Definition of Resources is as follows: 
“A Mineral Resource is a concentration or occurrence of material of economic 
interest in or on the Earth’s crust in such form, quality and quantity that there are 
reasonable prospects for eventual economic extraction. The location, quantity, 
grade, continuity and other geological characteristics of a Mineral Resource are 
known, estimated or interpreted from specific geological evidence and knowledge, 
including sampling.”  

“Material of economic interest refers to diamonds, natural inorganic material, or 
natural fossilized organic material including base and precious metals, coal, and 
industrial minerals.” Lithium falls under the industrial minerals’ category. 

The committee went on to state that:  
“The term Mineral Resource covers mineralization and natural material of intrinsic 
economic interest which has been identified and estimated through exploration and 
sampling and within which Mineral Reserves may subsequently be defined by the 
consideration and application of technical, economic, legal, environmental, 
socioeconomic and governmental factors. The phrase ‘reasonable prospects for 
eventual economic extraction’ implies a judgment by the Qualified Person in 
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respect of the technical and economic factors likely to influence the prospect of 
economic extraction. Interpretation of the word ‘eventual’ in this context may vary 
depending on the commodity or mineral involved. For example, for some coal, iron, 
potash deposits and other bulk minerals or commodities, it may be reasonable to 
envisage ‘eventual economic extraction’ as covering time periods in excess of 50 
years. However, for many gold deposits, application of the concept would normally 
be restricted to perhaps 10 to 15 years, and frequently to much shorter periods of 
time.” 

Extraction of lithium from lithium clay deposits is most similar to bulk mineral commodities 
such as coal and potash, where eventual economic extraction can cover time periods in 
excess of 50 years depending on the size and concentration of lithium in the clay. 

14.3 Data Sources 
Information used to compile the geologic models used for resource estimation included 
the following data provided by Cruz or collected from the public domain: 

• Exploration drillhole logs; 
• Drillhole sample data; 
• Exploration surface samples;  
• Solar Lithium Project NI-43-101 Report (Hiner and Bain, 2024); 
• U.S Geologic Survey (USGS) and Nevada Bureau of Mines and 

Geology (NBMG) geologic maps; 
• USGS digital elevation model (DEM) (usgs.gov);   
• 2023 NI-43-101 Technical Report (Loveday and Kester, 2023); 
• 2023 NI-43-101 PEA (Riordan et al., 2023); 
• 2025 NI-43-101 Technical Report (Kester and Kartick, 2025) 
 

The drillhole sample data included chip and core samples. The drilling and sampling 
methods are detailed in Section 10 and 11 of this report. Surface grab samples described 
by (Hiner and Bain, 2024) were not incorporated into this geologic model for resource 
estimation due to the inconsistencies in lithium concentrations attributed to surface 
weathering. The locations of the drillholes used in the geologic model are shown on Figure 
14-1. 

Surface geologic information used for the geologic model interpretation was compiled from 
a combination of the following: 1) NBMG geologic map (Bonham and Garside, 1979).  2)  
USGS Nevada geological state map (Crafford, 2007). 3) USGS surface topography DEM 
raster (2023) at 1/3 arc-second (~10 meter) resolution, and 4) lithologic descriptions from 
drillhole sample data. The 1/3 arc-second DEM provided the necessary resolution required 
for the geologic model surface topography between drillhole collars. Figure 14-1 displays 
the gentle west dipping surface topography and drainage pathways at the Property. 
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14.4 Model 
The geologic model used for the reporting of lithium resources was developed using 
Hexagon Mining’s geological modelling and mine planning software, MinePlan version 
16.3.0. MinePlan is widely used throughout the mining industry for digital resource model 
development. Hexagon Mining’s suite of interpretive and modelling tools is well-suited to 
meet the resource estimation requirements for the Solar Lithium Project. 

The geologic model from which lithium resources are reported is a 3D block model. The 
model limits and block size are outlined in Table 14.1 and the plan view extent of the 
geologic model is shown on Figure 14-1. The model was developed using the Nevada 
State Plane Central Zone NAD83 coordinate system and U.S. customary units. 

Table 14.1: Block Model Parameters 

Coordinate Minimum (ft) Maximum (ft) Range (ft) Block Size (ft) 
Easting 1,454,200 1,468,800 14,600 50 
Northing 20,947,800 20,959,000 11,200 50 
Elevation 4,500 6,500 2,000 5 

 

14.4.1 Model Inputs 
Inputs used in the construction of the geologic model and resource estimation include the 
following: 

• DEM surface topography; 
• Surface geologic maps and cross sections;  
• Drillhole locations for 10 core holes and 4 RC holes; 
• Drillhole core and chip log geologic descriptions for all holes; 
• 707 core samples from 10 core holes; and  
• 139 RC samples from 3 RC holes.  

 

14.4.2 Surface Topography and Overburden 
The public domain DEM at 10-meter (32.8 ft.) resolution, was used to generate an 
elevation grid using a triangulation algorithm that was subsequently used to generate a 
3D wireframe topographic surface. All model grid and block model files used the same 
origin and resolution shown in Table 14.1 block model parameters. 

The depth of overburden was interpreted as the alluvial and/or colluvium depths recorded 
in the drillhole log descriptions. A base of overburden surface was generated by 
MinePlans’ GeoLogic implicate modeling tool using overburden drillhole depths and 
geologic contacts. The public surface geologic contacts (see Section 7) were also 
imported into MinePlan to aid geologic zone domain construction. Surface weathering is 
assumed to some degree at bedrock surfaces however was not modeled where the 
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Siebert Formation and volcanics outcrop on the geological maps.  Lithium samples taken 
at the surface and within the alluvium (Qal) zone were not considered for resource 
estimation due to lithium concentration inconsistencies attributed to surface weathering. 
Surface mapping of outcrops has not been undertaken for the Project.  

14.4.3 Structural Features 
The Property is separated into three (3) structural blocks that are interpreted by north-
south trending high-angle normal faults. The locations of the structural blocks are 
illustrated in Figure 7-2 and Figure 14-2. A significant structural feature on the Property is 
a large normal displacement fault that extents from south to north across the Property 
separating Block 1 from both Blocks 2 and 3.  Mineralized claystone was only observed 
and explored for within structural Block 1 which was the focus for resource modeling. 
Section 7 describes the Property geology in further detail.   

Within Block 1 the geology is complex west of the drillholes at the topographic high where 
the Siebert Formation (Ts) outcrops with multiple faults and folds (Figure 7-2).  The faulting 
is in combination with igneous extrusive contacts in a sedimentary basin depositional 
setting. Volcanic units are in outcrop both west of the Siebert topographical high butte and 
on the Project’s eastern edge as shown in Figures 7-1, 7-2 and 7-3. Within the model area 
(Figure 14-1), volcanic units were grouped with the base tuffaceous unit (TF). The TF was 
the targeted total depth (TD) for the drilling programs. 

The mapped fault (F2) from Figure 7-2 was mimicked in the model by down dropping the 
basement layer in that area as shown on Figure 7-3; Cross section A-A’. Cross section A-
A’ also displays the location of a suspected down faulted graben.  Cross sections B-B’ 
shown in Figure 7-3 displays the shallow tuff in the western area. Mineralization is highest 
at the base of the Siebert above the Ts/TF contact. Figure 14-3 displays the cross sections 
with mineralization.    

14.4.4 Model Zones 
The geologic model is separated into three stratigraphic zones, as indicated below, from 
top to bottom: 

1. Quaternary Alluvium (Qal); 
2. Tertiary (Miocence) Seibert Formation (Ts): Mineralized Li claystone 

(Siebert claystone) with interfingering layers of conglomerate, varved 
shales, silt, sandstone and some thin tuffs; and  

3. Basal tuff bed (TF)/Volcanics: The Basal tuff is grouped with other 
volcanic units and gravel if below Seibert. 
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The wireframe solids generated from these three zones are presented on Figure 14-2 
showing an oblique view of the geologic model looking towards the northeast. Table 14.2 
provides composite vertical thickness statistics of the three stratigraphic horizons 
encountered in the drillhole records. Only the Li mineralized claystone is considered 
resource. 

Table 14.2: Vertical Zone Thickness from Drillholes 

Zone Vertical Length  
Count Minimum (ft) Maximum (ft) Average (ft) 

Quaternary Alluvium (Qal) 13 10 206 102.4 
Siebert Claystone (Ts) 14 49 675 308.5 

Basel Tuff  (TF) 11 9 190 56.3 
 

All drillholes encountered the Siebert claystone and most intersected the Basal tuff (TF). 
Drillhole Solar 11 was drilled where Siebert claystone was exposed at the surface. 
Drillholes that did not encounter the TF include drillholes Solar 4, 5A and 9; for these 
drillholes the Siebert to Base tuff contact was inferred looking at the Li trends and nearest 
drillhole geology. Thin layers of conglomerate and others were grouped within Siebert 
claystone and not modeled separately. Drilling for the Project aimed at terminating within 
the TF, however more claystone may be below TD. For the purpose of geologic modeling 
TF is considered below all drilling. The upper Qal and lower TF units were excluded from 
the mineral resource estimate. The Siebert claystone and basement units in Block 1 were 
not explicitly modelled as faulted, however F2 was partially modeled and considered in 
resource classification. Review of the geological model suggests the possible presence of 
a graben structure (Figure 14-2 and Figure 14-3). 

14.4.5 Lithium Mineralization Statistics 
Prior to resource estimation, drillhole samples assessed for lithium concentrations were 
composited at regular 5 ft. (1.5 m) intervals to condition data for interpolation and to match 
the block model size (5 ft) in the vertical direction. Statistics on the 5 ft. composites and 
lithium concentrations from the drillhole record within the Siebert claystone are shown in 
Table 14.3. A frequency distribution chart (histogram) generated from the regular 5 ft. 
composites is shown in Figure 14-4. No outliers in lithium grades were observed to be 
material and capping of grade was not deemed necessary for grade estimation. 

Table 14.3: Composite Lithium Grades from Drillholes 

Zone Count Composite Lithium (ppm) 
Minimum Maximum Average 

Siebert Claystone 821 10 1,460 354.5 
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A global variogram was generated from the 5 ft. composite samples for the Siebert Li 
mineralized zone, as shown on Figure 14-3. The variogram shows increasing spatial 
continuity up to approximately 2,500 ft (762 m), beyond which the values exhibit increased 
scatter and no clearly defined sill. 

A practical range of 2,500 ft (762 m) was selected and was interpreted that sample pairs 
separated by more than this distance were considered to have negligible spatial 
correlation. 

Observation of the lithium grade profiles from individual lithologies grouped within the 
Siebert showed higher Li percentages and values within the clays and shales and lower 
within sandstones, silt and conglomerates as expected. However, correlating individual 
units with either lithology or lithium grade was not possible with certainty. Lithologic units 
were not continuous and assumed to pinch and swell. The Li concentrations were not 
consistent throughout the vertical profile of Siebert and had the tendencies to be highest 
near the Siebert/Basal tuff contact.  

14.4.6 Density 
Samples to determine density for the Li-bearing units were not analyzed at the Cruz 
Project. Density values from the neighboring TLC Property to the south were utilized in 
the resource evaluation. The TLC Property and Cruz Project have in common the 
mineralized Siebert Formation consisting dominantly of claystone. From the TLC Property 
densities for claystone averaged 1.67 g/cm3; and from lenses of conglomerate and 
sandstone within the claystone averaged 1.88 g/cm3. A fixed density of 1.7 g/cm3 was 
identified as most representative of the mineralized zone, given that the primary lithotype 
is claystone (Loveday and Turner, 2020), and used in the resource estimates. 

14.4.7 Model Build 
The procedures followed in building the resource model are outlined below: 

• Topography was coded as a block percent using a wireframe surface 
generated from open-source surface topography data. 

• The interpretation of the three geological units (Qal, Ts and TF) 
constructed as solids were coded to the block model.  

• Lithium grades from the Siebert mineralized claystone were 
composited to regular 5 ft (1.5 m) intervals and estimated into model 
blocks coded as Siebert (Ts), using an inverse distance weighting 
squared (IDW²) algorithm with an isotropic search. 

• The maximum range for lithium grade estimates for resource 
determination was set at 2,500 ft. (762 m) as determined from 
variogram analyses of the lithium grade data.  

• The Siebert claystone to Basal tuff contact was used as a relative 
elevation surface to trend lithium grade estimates across the Project.   
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• Maximum number of samples for block estimates was set to the nearest 
nine (9) samples with a maximum of three (3) samples per hole. 

• The Siebert mineralized claystone within 1,250 ft. (381 m) of the 
nearest valid drillholes were tagged as indicated and 2,500 ft. (762 m) 
tagged as inferred.   

• The resource classification was refined to ensure continuity and to 
prevent isolated resources supported by a single drillhole. 

• Block model lithium grade estimates were validated by comparing 
drillhole assay data using a series of cross-sections through the block 
model, confirming consistency between modelled grades and drill data.  

• Model estimation parameters are summarized in Table 14.4. 
 

Table 14.4: Lithium Grade Estimation Parameters 

Maximum Search Number of Composites 

Direction Range (ft) 1 Minimum Maximum 
Maximum per 

hole 
East 4,000 3 9 3 
North 4,000 3 9 3 

Vertical 5,00 3 9 3 
1 1 ft. = 0.3 m 

 

 
Figure 14-3 illustrates the mineralized Siebert Formation extent along two cross-section 
lines (A-A’ and B-B’). Cross Section B-B’ displays the near Ts/TF contact lithium grade 
distribution.  

14.5 Assessment of Reasonable Prospects for Economic Extraction 
A base case lithium resource cutoff grade has been determined based on the economics 
of a medium size (100 Mtpa) run-of-mine (ROM) surface mining operation that does not 
require blasting. Processing of the mineralized material would be onsite extracting lithium 
from claystone using an acid digestion method.  

The following mining, processing, and recovery costs, in US$, were used to derive a base 
case cutoff grade for an eventual lithium carbonate (Li2CO3) product:  

• Mining costs US$3.25/tonne; 
• Processing costs US$46.25/tonne;  
• General and administration US$1/tonne; and 
• Processing recovery 90%. 

 
Revenue from a lithium carbonate product is estimated to be US$21,000/tonne for the 
cutoff grade calculation. Using the above inputs and Li2CO3:Li ratio of 5.32, a base case 
cutoff grade for lithium is estimated to be 500 ppm, rounded from 502 ppm. 
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The most variable costs impacting the cutoff grade is processing costs. Higher processing 
costs may be realized following metallurgical testing of the mineralized claystone that may 
increase the cutoff grade to as high as 1,000 ppm lithium. Similarly, lower prices for lithium 
carbonate would also increase the cutoff grade which is viewed as a risk in current market 
conditions. 

An alternative product to lithium carbonate that could be produced from the resource is 
lithium hydroxide monohydrate (LiOH.H20) that sells at a slightly higher premium than 
lithium carbonate and has the benefit of a higher LiOH.H2O:Li ratio at 6.05 when compared 
with the Li2CO3:Li ratio of 5.32. As such, a cutoff grade of 500 ppm is considered 
reasonable as a base case resource estimate for either a lithium carbonate or lithium 
hydroxide monohydrate product. 

An economic pit shell at a constant 45 degrees slope was developed using 500 ppm 
lithium as a cutoff grade to separate resource blocks from waste blocks in the model. A 
US$21,000/tonne revenue for an equivalent lithium carbonate product, a mining cost of 
US$3.25/tonne for waste rock and total processing costs for mineralized rock at 
US$50.5/tonne was used in the derivation of the pit shell. Figure 14-5 shows an oblique 
view of the pit shell looking towards the northwest. 

14.6 Lithium Resource Estimates 
Lithium resources are contained within Siebert mineralized claystones deposited on top 
of a crystalline Basal tuff or basement. The mineralized zone is constrained by structural 
Block 1 and the volcanics, as shown on Figures 14-2 and 14-3. Mineral resources are 
initially classified by their overlapping radii from the nearest valid drillhole sample, namely:  
1,250 ft. (381 m) maximum radius for Indicated and 2,500 ft. (762 m) maximum radius for 
Inferred. After the initial resource classification, it was later refined, to ensure geologic 
continuity and prevent the occurrence of isolated resources supported by only a single 
drillhole. The Projects resource classification is shown on Figure 14-6.  

The lithium mineral resource estimates are presented in Table 14.5 in U.S. customary 
units and Table 14.6 in metric units. The resource estimates are contained within an 
economic pit shell at constant 45° pit slope to a maximum vertical depth of 1,000 ft. (304.8 
m) below surface. The crest of the pit shell and depth is shown on Figure 14-5. Lithium 
resources are presented for a range of cutoff grades to a maximum of 800 ppm lithium. 
The base case lithium resource estimates are highlighted in bold type in Table 14.5 and 
Table 14.6. The Solar Lithium Project resources pit shell was calculated based on a 
surface mineable stripping ratio of 1.3 waste yd3/ton (1.1 m3/tonne) at the base case cutoff 
grade of 500 ppm lithium. The effective date of the lithium resource estimate is February 
24, 2026. 

The Project’s elevated grades (greater than 500 ppm) are generally within a 150 ft (46 m) 
zone above the Ts/TF contact.  The overall footprint of the shallow elevated mineralized 
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clays in the west classified as Indicated resource has a 2D surface area of 190 acres (77 
ha). Due to limited drilling in the east resource is Inferred only. The total 2D surface area 
for the Project’s Inferred resource is 524 acres (212 ha). 

14.7 Potential Risks 
The accuracy of resource estimates is, in part, a function of the quality and quantity of 
available data and of engineering and geological interpretation and judgment. Given the 
data available at the time; the estimates presented herein are considered reasonable. 
However, they should be accepted with the understanding that additional data and 
analysis available after the date of the estimates may necessitate revision. These 
revisions may be material.  

Potential risks that may impact accuracy of the mineral resource estimates are: 

• The resource incorporated public domain surface information at the time. New 
information could aid interpretation of bedding and faults. Confirmed structural 
locations may have a material impact on the resource estimates. 

• The surface intrusions and other volcanics around the Project are mainly recognized 
from public domain surface mapping. Future exploration drilling at the Project may 
show these intrusions and other volcanics extend further into the Project below 
surface.  

• The absence of externally inserted QA/QC samples limits independent verification of 
laboratory performance and, as a result, reduces confidence in the analytical results 
relied upon for the mineral resource estimate.   

• There has been no metallurgical testing for input on the practical extraction of lithium, 
whereas higher processing cost would increase the cutoff grade.  

• Market prices for battery grade lithium products fluctuate.  
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Table 14.5: Lithium Resource Estimates – U.S. Customary Units 

 

Cutoff  Volume Tons Li Thousand short tons (Kst) 
Li (ppm) (Kyd3) (Kst) (ppm) Li Li2CO3 LiOH.H20 

Indicated 
300 38,188 54,713 608 33 177 201 
400 32,991 47,267 649 31 163 186 
500 26,650 38,182 697 27 142 161 
600 19,031 27,266 756 21 110 125 
700 12,068 17,290 818 14 75 86 
800 6,543 9,374 876 8 44 50 

Inferred 
300 140,823 201,760 539 109 579 658 
400 114,658 164,273 583 96 510 579 
500 79,482 113,876 641 73 388 442 
600 43,503 62,328 716 45 237 270 
700 22,507 32,246 772 25 132 151 
800 6,174 8,846 856 8 40 46 

 
• CIM definitions are followed for classification of Mineral Resource. 
• Mineral Resource surface pit extent has been estimated using a lithium carbonate price of US21,000 US$/tonne 

and mining cost of US$3.25/tonne for waste, a total mining plus processing of US$50.5/tonne, a lithium recovery 
of 90%, fixed density of 1.70 g/cm3 (1.43 tons/yd3) 

• Conversions: 1 metric tonne = 1.102 short tons, metric m3 = 1.308 yd3, Li2CO3:Li ratio = 5.32, LiOH.H2O:Li ratio 
= 6.05 

• Totals may not represent the sum of the parts due to rounding. 
• The Mineral Resource estimate has been prepared by Joan Kester, PG of Stantec Consulting Services Inc. in 

conformity with CIM “Estimation of Mineral Resource and Mineral Reserves Best Practices” guidelines and are 
reported in accordance with the Canadian Securities Administrators NI 43-101. Mineral resources are not mineral 
reserves and do not have demonstrated economic viability. There is no certainty that any mineral resource will 
be converted into mineral reserve. 
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Table 14.6: Lithium Resource Estimates – Metric Units 

 

Cutoff  Volume Tonnes Li Thousand Tonnes (Kt) 
Li (ppm) (Km3) (Kt) (ppm) Li Li2CO3 LiOH.H20 

Indicated 
300 29,197 49,635 608 30 161 183 
400 25,223 42,879 649 28 148 168 
500 20,375 34,638 697 24 128 146 
600 14,550 24,735 756 19 99 113 
700 9,227 15,686 818 13 68 78 
800 5,002 8,503 876 7 40 45 

Inferred 
300 107,667 183,034 539 99 525 597 
400 87,662 149,025 583 87 462 526 
500 60,768 103,306 641 66 352 401 
600 33,260 56,542 716 40 215 245 
700 17,208 29,254 772 23 120 137 
800 4,720 8,024 856 7 37 42 

 
• CIM definitions are followed for classification of Mineral Resource. 
• Mineral Resource surface pit extent has been estimated using a lithium carbonate price of US21,000 US$/tonne 

and mining cost of US$3.25/tonne for waste, a total mining plus processing of US$50.5/tonne, a lithium recovery 
of 90%, fixed density of 1.70 g/cm3 (1.43 tons/yd3) 

• Conversions: 1 metric tonne = 1.102 short tons, metric m3 = 1.308 yd3, Li2CO3:Li ratio = 5.32, LiOH.H2O:Li ratio 
= 6.05 

• Totals may not represent the sum of the parts due to rounding. 
• The Mineral Resource estimate has been prepared by Joan Kester, PG of Stantec Consulting Services Inc. in 

conformity with CIM “Estimation of Mineral Resource and Mineral Reserves Best Practices” guidelines and are 
reported in accordance with the Canadian Securities Administrators NI 43-101. Mineral resources are not mineral 
reserves and do not have demonstrated economic viability. There is no certainty that any mineral resource will 
be converted into mineral reserve. 
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14.8 Exploration Target  
Mineralized lithium claystone is interpreted to extend beyond the current resource 
boundaries and is considered likely to be economically viable where the Siebert Formation 
is mineralized at or near surface and > 500 ppm cutoff grade. Further exploration within 
the Inferred resource would increase confidence. Figure 14-7 displays the Exploration 
Target area where further exploration (surface mapping or/and drilling) would assist 
defining the resource. The Exploration Target area, beyond the current resource, is 
confined by the structural block F1, volcanic contacts (See Section 7), and the currently 
uneconomic drillholes. The uneconomic drillholes have higher mineralization at depth but 
are not economical to extract at present lithium prices. Structural blocks F2 and F3, are 
speculated to have similar mineralization as compared to block F1 but at deeper depths 
making them likely less economical.  Therefore, blocks F2 and F3 are currently not 
exploration targets. Section 23 (Adjacent Properties) has some additional information.  

Table 14.7 displays the exploration target anticipated volumes and assumed lithium 
average grades. Volume was determined using Figure 14-7’s area of 6,037,877 square 
yards with a mineralized zone thickness of 34 yds and conservatively reduced for 
unknowns by 20%. The exploration target’s estimated range is determined between 626 
Kst (568 Kt) and 1,017 Kst (923 Kt) Li2CO3.  

Table 14.7: Exploration Target Estimate – U.S. and Metric 
 

• Density of 1.70 g/cm3 (1.43 tons/yd3) 
• Conversions: 1 metric tonne = 1.102 short tons, metric m3 = 1.308 yd3, Li2CO3:Li ratio = 5.32. 
• Totals may not represent the sum of the parts due to rounding. 

 
 

. 

 
 
 

  

 U.S. Metric 

Li 
average 

grade 
Volume Short tons 

(st) Li Li2CO3 Volume Tonnes 
(t) Li Li2CO3 

ppm  (Kyd3) Kst Kst Kst (Km3) Kt Kt Kt 
500 164,230 235,296 118 626 125,563 213,457 107 568 
650 205,288 294,120 191 1017 156,954 266,822 173 923 
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15 MINERAL RESERVE ESTIMATES  
This Technical Report does not include an estimate on reserves.  
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16 MINING METHODS 
There is no information for this section of the Technical Report as the Property is not 
presently producing and is not yet under development.
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17 RECOVERY METHODS 
There is no information for this section of the Technical Report as the Property is not 
presently producing and is not yet under development. 
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18 PROJECT INFRASTRUCTURE 
There is no information for this section of the Technical Report as the Property is not 
presently producing and is not yet under development.
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19 MARKETS AND CONTRACTS 
There is no information for this section of the Technical Report as the Property is not 
presently producing and is not yet under development. 
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20 ENVIRONMENTAL STUDIES, PERMITTING AND SOCIAL OR 
COMMUNITY IMPACT 
There is no information for this section of the Technical Report as the Property is not 
presently producing and is not yet under development. 
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21 CAPITAL AND OPERATING COSTS 
There is no information for this section of the Technical Report as the Property is not 
presently producing and is not yet under development. 
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22 ECONOMIC ANALYSIS 
There is no information for this section of the Technical Report as the Property is not 
presently producing and is not yet under development. 
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23 ADJACENT PROPERTIES 
There are a number of Lithium projects in the Tonopah area north-of and west-along US 
highway 95/6.  The American Lithium Corporation Tonopah Lithium Clay (TLC) Property 
is south and adjacent to the Solar Lithium Project, and their metallurgical details are 
referenced for this Project. Other projects in the area, southwest of Nevada State Highway 
89 are the Lone Mountain Property previously owned by Future Battery Mineral Ltd (now 
part of the Asteroid Corporation) and American Battery Technology Company (ABTC) 
Tonopah Flat Lithium Project. The Qualified Person has detailed knowledge of  the TLC 
and FBM Properties, but not the ABTC Property or others. The information associated 
with these adjacent properties may not be indicative of mineralization at the Solar Lithium 
Project. Figure 23-1 displays the approximate boundaries of adjacent properties.  

23.1 TLC Property  
The American Lithium TLC Property is south and adjacent to the Cruz Project and a NI 
43-101 Preliminary Economic Assessment (PEA) was completed in March 2023 (Riordan 
et al., 2023) and a recent NI 43-101 mineral resource estimate (MRE) update conducted 
in February 2025 (Kester and Kartick, 2025). The information associated with this property 
may not be indicative of mineralization at the Solar Lithium Project. 

The 2025 MRE at the TLC Property used a 500 ppm cutoff grade, resulting in lithium 
carbonate resources classified as Measured at 6.17 Mt @ 849 Li ppm; as Indicated at 
2.39 Mt @ 808 Li ppm and as Inferred at 1.44 Mt @ 780 Li ppm, shown on Figure 23-2.   

The Solar Lithium Project in the south shares the northwestern Property line with the TLC 
Property. In this area the indicated and inferred resource could not be confirmed to 
propagate west due to the large fault (Figures 7-1 and 7-2) that runs parallel to the shared 
boundary. The Siebert is speculated to be at depth on the Cruz Project in the southern 
strip but is likely much deeper than the TLC Property. However, no drilling has been 
conducted on the Cruz side of the fault to aid resource estimation development at this 
time.   

In the north and west areas of the TLC Property an additional claystone below a tuff marker 
bed was present. The TLC’s deeper claystone’s below tuff marker bed suggests a 
deepening of the paleo basins northwest and westward on the TLC property.   

The TLC PEA’s and 2025 MRE details and assumptions were leaned upon for determining 
the Cruz base case project economics to produce battery-grade lithium carbonate (LC). 
The PEA product revealed an after-tax Net Present Value (NPV) of US$3.26 billion with 
an after-tax internal rate of return (IRR) of 27.5% and an after-tax payback period of 3.7 
years based on an average LoM price of $20,000/tonne of LC.  

Between 2019 and 2023 a substantial amount of metallurgical test work had been carried 
out on the TLC clays which informed the 2023 TLC PEA (Riordan et al., 2023). Ongoing 
tests (roasting, flotation, separations and leaching) are managed by DRA Global Limited 
(DRA). Metallurgical testing undertaken at the TLC Property indicated that the lithium 
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mineralized clay is responsive to direct acid leaching and showed that over 90% of the 
lithium can be extracted. 

Other highlights from PEA results of on-going process work on TLC claystone aimed at 
improvement and optimization of the chemical process to produce lithium carbonate (“LC”) 
included:  

•  LC purity increased to 99.59% (up from 99.4%)  
•  Lower leach temperature of 50°C (down from 90°C), with continued high lithium 

extraction rates (95%);  
•  Significant potential for lower acid consumption;  
•  Potential for lower lithium losses during impurity removal;  
•  Further optimization work continues to refine flowsheet for PFS; and  
• Process improvements expected to enhance project returns.  

23.2 Lone Mountain Project  
To the southwest of the Solar Lithium Project is the Lone Mountain Property previously 
owned by FBM. An Australasian Code for Reporting of Mineral Resources and Ore 
Reserves (The JORC Code) compliant report with mineral resource estimate ) was 
prepared in July 2024 for the Lone Mountain Property. The MRE utilized a cutoff grade of 
500 ppm and estimates included: lithium carbonate resources classified as Indicated at 
2.6 Mt @ 774 Li ppm and resources classified as Inferred at 3.5 Mt @ 789 Li ppm (Kartick 
and Kester, 2024). The information associated with this property may not be indicative of 
mineralization at the Solar Lithium Project. 

The resource is hosted within lithium mineralized Siebert Formation, which averages 
approximately 460 ft (140 m) in thickness  based on drilling. The resource remains open 
at depth as the unconformable basement was not encountered in many drillholes and 
therefore the full vertical extent of mineralization is not well defined.  The alluvial gravel is 
thicker on the east side of the property at approximately 820 ft (250 m) and becomes 
thinner to the west at approximately 164 ft (50 m).  

23.3 Tonopah Flats Project  
An U.S. Securities and Exchange Commissions (SEC) regulated S-K 1300 Technical 
Report and Preliminary Feasibility Study was conducted in the Fall of 2025 (Palo et al, 
2025). Previously a SEC S-K 1300 MRE and Initial Assessment for the Tonopah Flats 
Project was completed in April 2024 (RESPEC Company LLC, 2024). The information 
associated with this property may not be indicative of mineralization at the Solar Lithium 
Project. 

The ABTC Tonopah Flats Project is to the southwest of the Solar Lithium Project and 
currently has a lithium Measured plus Indicated MRE of 3,661,191 ktonnes (2,607 Li 
ktonnes) at 712 ppm Li utilizing a cutoff grade of 300 ppm. From drilling, ABTC defined a 
general continuous mineralized area as 26,000 ft (7,925 m) north to south by 5,000 ft to 
15,000 ft (1,524 m to 4,572 m) east to west, with known thicknesses up to 1,430 ft (436 
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m). Clay beds with higher concentrations of lithium are localized to semi-continuous, and 
the lithium-bearing beds are generally contained in a 4,000- to 10,000-ft (1,219- to 3,048-
m) wide corridor in multiple stratigraphic horizons from 20 ft to 115 ft (6.1 m to 35 m) in 
thickness, running north to south through the central portion of the property. (Palo et al, 
2025). 

23.4 Other Projects in the Area  
The information associated with any of these properties may not be indicative of 
mineralization at the Solar Lithium Project. 

Blackrock Silver Corporation’s (Blackrock) Tonopah North Project, whose claims are 
located 4 miles (6 km) southeast of the Solar Lithium Project, have reported a broad lithium 
zone encompassing an area 5,200 acres (2,100 ha). They reported that the lithium zone 
had a similar profile to the lithium mineralization encountered at the TLC deposit 
(Blackrock, 2022). 

Enertopia’s 1,760 acres (712 ha) West Tonopah Lithium project is located approximately 
6 km west of Tonopah, Nevada and straddles US 6/95. A NI 43-101 report completed for 
the project in November, 2023 estimated resource to contain 212,000 tonnes lithium 
carbonate equivalent (LCE) of indicated mineral resources at 609 parts per million (ppm) 
lithium and 420,000 tonnes (west) plus 25,000 tonnes (east) LCE of inferred mineral 
resources at 722 (west) and 499 (east) ppm. The resource was based on a 400 ppm cutoff 
grade. (Eccles and Derbyshire, 2023). Enertopia may have sold to ABTC in January 2026. 
https://www.ainvest.com/news/enertopia-announces-sale-west-tonopah-lithium-project-
abat-500-000-2601/ 

Chariot Corporation/Mustang Lithium LLC now has ownership of the former POWR 
Lithium’s Halo project immediately south of the TLC and north of US 6/95 and the former 
Pan American Energy Corp’s Horizon project located south of ABTC. The Halo project is 
approximately 2024 acres (819 ha) and exploration of four core holes was completed in 
November 2023 (Shaas, 2023)(Palo et al, 2025). A maiden resource has not been located 
if conducted at Halo.    

The Horizon project is approximately 17,334 acres (7,015 ha). In a NI 43-101 2024 report 
the mineral resource estimated an Indicated lithium carbonate equivalent at 1,325 Kt @ 
669 Li ppm Li and Inferred at 8,879 Kt @ 680 Li ppm, using a cutoff of 300 ppm Li (Tabetha 
and Erik, 2023).  

Clayton Valley is located approximately 28 miles southwest of Tonopah and has numerous 
lithium brine and lithium clay properties. Naming a few, Albermarle’s Silver Peak brine 
extraction and processing facility is the only active lithium brine producer in the United 
States and has been in production since 1966. Century Lithium Corp owns a Clayton 
Valley large-scale sedimentary lithium clay deposit (Angel Island). Century Lithium Corp 
announced it would be relocating its demonstration plant to Tonopah (Century Lithium 
Corp - News;  Century Lithium Corp - Home). 

https://www.centurylithium.com/news/century-lithium-relocating-demonstration-plant-to-tonopah-nevada
https://www.centurylithium.com/news/century-lithium-relocating-demonstration-plant-to-tonopah-nevada
https://centurylithium.com/
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24 OTHER RELEVANT DATA AND INFORMATION 
Core has been stored at the Liberty Mine core shed facility north of the Project area. The Liberty 
Mine had asked all core Projects to make new arrangements for their core by Spring of 2026. 
What new arrangements for the Project’s core were unknown at the time of this report. No other 
relevant information is known that has not been discussed within this document.  
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25 INTERPRETATION AND CONCLUSIONS 
The Solar Lithium Project is located approximately 13 miles northwest of the town of 
Tonopah, east of Big Smoky Valley and west of the San Antonio Mountain range, Nye 
County, Nevada. There is limited information on property exploration and ownership prior 
to 2021. In 2021, lithium exploration begun at the Project starting with surface sampling 
and then drilling using a combination of core and RC methods. This Technical Report is 
the Project’s maiden mineral resource estimate for Lithium. 

The Property consists of 239 unpatented lode mining claims located in Township and 
Range T5N-42E; T4N-R41E and TN4-R42E of the Mount Diablo Meridian (21) and covers 
an approximate area of 4,863 acres (1,968 ha).  Elevated lithium concentrations occur in 
the Siebert Formation claystone beds. The estimated lithium resources are contained 
within the claystone covering an area of approximately 714 acres (289 ha) for an 
approximate 150-200 ft (46-61 m) zone above the Siebert base Ts/TF contact.  

Lithium resources are reported from the constructed 3D block model, and the resource 
estimates are contained within an economic pit shell at constant 45° pit slope to a 
maximum vertical depth of 1000 ft. (305 m) below surface using a base case cutoff grade 
of 500 ppm lithium to produce an eventual battery grade lithium carbonate (Li2CO3) or 
lithium hydroxide monohydrate (LiOH H2O) product. 

The following costs, recoveries and revenue, in metric units and US$, were used to derive 
a base case cutoff grade for an eventual lithium carbonate product: 

• Mining costs US$3.25/tonne; 
• Processing costs US$46.25/tonne;  
• General and administration US$1/tonne;  
• Processing recovery 90%; and  
• US$21,000/tonne revenue for Li2CO3 product. 

 
The lithium mineral resource estimates are presented in Tables 1.1 and 14.5 in U.S. 
customary units and Tables 1.2 and 14.6 in metric units. These estimates represent a 
maiden mineral resource estimate for Lithium at the Solar Lithium Project. Lithium 
resources are presented for a range of cutoff grades to a maximum of 800 ppm lithium. 
The base case lithium resource estimates are highlighted in bold type in the referenced 
tables. The lithium resources on the Solar Lithium Project are surface mineable at a 
stripping ratio of 1.3 waste yd3/ton (1.1 m3/tonne) at the 500 ppm lithium base case cutoff 
grade.  The effective date of the lithium resource estimate is February 24, 2026. 

25.1 Potential Risks 
The accuracy of resource estimates is, in part, a function of the quality and quantity of 
available data and of engineering and geological interpretation and judgment. Given the 
data available at the time; the estimates presented herein are considered reasonable. 
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However, they should be accepted with the understanding that additional data and 
analysis available after the date of the estimates may necessitate revision. These 
revisions may be material.  

Mineral resources are not mineral reserves and there is no assurance that any mineral 
resources will ultimately be reclassified as Proven or Probable reserves. Mineral 
resources which are not mineral reserves do not have demonstrated economic viability. 

Potential risks that may impact accuracy of the mineral resource estimates are: 

• The resource incorporated public domain surface information at the time. New 
information could aid interpretation of bedding and faults. Confirmed structural 
locations may have a material impact on the resource estimates. 

• The surface intrusions and other volcanics around the Project are mainly recognized 
from public domain surface mapping. Future exploration drilling at the Project may 
show these intrusions and other volcanics extend further into the Project below 
surface.  

• The absence of externally inserted QA/QC samples limits independent verification of 
laboratory performance and, as a result, reduces confidence in the analytical results 
relied upon for the mineral resource estimate. 

• There has been no metallurgical testing for input on the practical extraction of lithium, 
whereas higher processing cost would increase the cutoff grade.  

• Market prices for battery grade lithium products fluctuate.  
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Appendix 1 
 Solar Lithium Project Lode Claims 

Claim 
Name Serial Number Date of 

Location 
Claimant Name 

 (Owner) 
Expiration 

Date Status 

SOLAR 258 NV105233746 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 259 NV105233747 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 260 NV105233748 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 261 NV105233749 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 262 NV105233750 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 263 NV105233751 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 264 NV105233752 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 265 NV105233753 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 266 NV105233754 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 267 NV105233755 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 268 NV105233756 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 269 NV105233757 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 270 NV105233758 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 271 NV105233759 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 287 NV105233775 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 288 NV105233776 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 289 NV105233777 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 290 NV105233778 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 291 NV105233779 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 292 NV105233780 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 293 NV105233781 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 294 NV105233782 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 295 NV105233783 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 296 NV105233784 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 297 NV105233785 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 298 NV105233786 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 299 NV105233787 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 300 NV105233788 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 301 NV105233789 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 302 NV105233790 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 303 NV105233755 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 304 NV105233756 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 305 NV105233757 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 306 NV105233758 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 307 NV105233759 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
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Claim Name Serial Number Date of 
Location 

Claimant Name 
 (Owner) 

Expiration 
Date Status 

SOLAR 308 NV105233775 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 309 NV105233776 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
SOLAR 310 NV105233777 Feb. 27/2021 Las Vegas LL Corp. Sept. 01/2026 ACTIVE 
HELIOS 315 NV105264066 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 316 NV105264067 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 317 NV105264068 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 318 NV105264069 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 319 NV105264070 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 320 NV105264071 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 321 NV105264072 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 322 NV105264073 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 323 NV105264074 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 324 NV105264075 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 325 NV105264076 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 326 NV105264077 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 327 NV105264078 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 328 NV105264079 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 345 NV105264096 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 346 NV105264097 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 347 NV105264098 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 348 NV105264099 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 349 NV105264100 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 350 NV105264101 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 351 NV105264102 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 352 NV105264103 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 353 NV105264104 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 354 NV105264105 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 355 NV105264106 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 356 NV105264107 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 357 NV105264108 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 358 NV105264109 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 359 NV105264110 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 360 NV105264111 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 361 NV105264112 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 362 NV105264113 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 363 NV105264114 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 364 NV105264115 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
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HELIOS 365 NV105264116 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 366 NV105264117 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 367 NV105264118 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 368 NV105264119 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 369 NV105264120 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 370 NV105264121 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 371 NV105264122 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 372 NV105264123 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 373 NV105264124 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 374 NV105264125 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 375 NV105264126 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 376 NV105264127 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 377 NV105264128 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 378 NV105264129 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 379 NV105264130 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 380 NV105264131 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 381 NV105264132 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 382 NV105264133 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 383 NV105264134 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 384 NV105264135 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 385 NV105264136 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 386 NV105264137 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 387 NV105264138 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 388 NV105264139 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 389 NV105264140 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 390 NV105264141 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 391 NV105264142 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 392 NV105264143 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 393 NV105264144 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 394 NV105264145 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 403 NV105264146 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 404 NV105264147 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 405 NV105264148 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 411 NV105264149 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 412 NV105264150 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 413 NV105264151 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
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HELIOS 419 NV105264152 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 420 NV105264153 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 421 NV105264154 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 427 NV105264155 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 428 NV105264156 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 429 NV105264157 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 435 NV105264158 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 436 NV105264159 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
HELIOS 437 NV105264160 Sept. 01/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 

SUN 1 NV105268237 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 2 NV105268238 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 3 NV105268239 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 4 NV105268240 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 5 NV105268241 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 6 NV105268242 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 7 NV105268243 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 8 NV105268244 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 9 NV105268245 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 10 NV105268246 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 11 NV105268247 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 12 NV105268248 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 13 NV105268249 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 14 NV105268250 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 15 NV105268251 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 16 NV105268252 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 17 NV105268253 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 18 NV105268254 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 19 NV105268255 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 20 NV105268256 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 21 NV105268257 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 22 NV105268258 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 23 NV105268259 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 24 NV105268260 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 25 NV105268261 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 26 NV105268262 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 27 NV105268263 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
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SUN 28 NV105268264 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 29 NV105268265 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 30 NV105268266 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 31 NV105268267 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 32 NV105268268 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 33 NV105268269 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 34 NV105268270 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 35 NV105268271 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 36 NV105268272 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 37 NV105268273 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 38 NV105268274 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 39 NV105268275 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 40 NV105268276 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 41 NV105268277 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 42 NV105268278 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SUN 43 NV105268279 Sept. 12/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 

SOLAR SOUTH 3 NV105294181 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 4 NV105294182 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 5 NV105294183 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 6 NV105294184 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 7 NV105294185 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 8 NV105294186 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 9 NV105294187 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 10 NV105294188 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 11 NV105294189 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 12 NV105294190 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 13 NV105294191 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 14 NV105294192 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 15 NV105294193 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 16 NV105294194 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 17 NV105294195 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 18 NV105294196 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 19 NV105294197 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 20 NV105294198 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 21 NV105294199 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 22 NV105294200 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
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SOLAR SOUTH 23 NV105294201 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 24 NV105294202 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 25 NV105294203 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 28 NV105294206 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 29 NV105294207 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 30 NV105294208 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 31 NV105294209 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 32 NV105294210 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 33 NV105294211 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 34 NV105294212 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 35 NV105294213 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 36 NV105294214 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 37 NV105294215 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 38 NV105294216 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 39 NV105294217 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 40 NV105294218 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 41 NV105294219 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 42 NV105294220 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 43 NV105294221 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 44 NV105294222 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 45 NV105294223 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 46 NV105294224 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 47 NV105294225 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 48 NV105294226 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 49 NV105294227 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 50 NV105294228 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 53 NV105294231 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 54 NV105294232 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 55 NV105294233 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 56 NV105294234 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 57 NV105294235 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 58 NV105294236 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 59 NV105294237 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 60 NV105294238 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 61 NV105294239 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 62 NV105294240 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
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SOLAR SOUTH 63 NV105294241 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 64 NV105294242 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 65 NV105294243 Dec. 07/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 87 NV105294255 Dec. 08/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 88 NV105294256 Dec. 08/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 89 NV105294257 Dec. 08/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 90 NV105294258 Dec. 08/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 91 NV105294259 Dec. 08/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 92 NV105294260 Dec. 08/2021 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 93 NV105294261 Jan. 15/2022 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 94 NV105294262 Jan. 15/2022 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 95 NV105294263 Jan. 15/2022 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 96 NV105294264 Jan. 15/2022 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 97 NV105294265 Jan. 15/2022 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 98 NV105294266 Jan. 15/2022 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 99 NV105294267 Jan. 15/2022 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 

SOLAR SOUTH 100 NV105294268 Jan. 15/2022 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 101 NV105294269 Jan. 15/2022 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 102 NV105294270 Jan. 15/2022 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 103 NV105294271 Jan. 15/2022 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 104 NV105294272 Jan. 15/2022 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 105 NV105294273 Jan. 15/2022 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
SOLAR SOUTH 106 NV105294274 Jan. 15/2022 Cruz Capital (US) Corp. Sept. 01/2026 ACTIVE 
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